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Acme 4-Bolt Tongue & Groove Type Silver
Brazed Flanges. Flange sizes can be mixed
to create reducing Unions. Working
Pressure 450 PSIG, Forged Brass CA 377,
ASTM B283.

Call factory for dimensions and technical
specifications.

PART NUMBER DESCRIPTION

ASK-40-0148 1” Flange with Tongue

ASK-40-0149 1” Flange with Groove

ASK-40-0150 Universal Blind Flange with Tongue

ASK-40-0151 Universal Blind Flange with Groove

ASK-40-0152 1-1/2” Flange with Tongue

ASK-40-0153 1-1/2” Flange with Groove

ASK-40-0156 2” Flange with Tongue

ASK-40-0157 2” Flange with Groove

ASK-40-0165 Aluminum Shipping Blind (with full face Klingersil gasket)

ASK-40-0160 25% Glass Filled Teflon, 450 PSIG, Oxygen, Nitrogen, Argon

ASK-40-0162 Klingersil C-440, 450 PSIG, Nitrogen, Argon

288-819182 Gylon 3502, 1200 PSIG, Oxygen, Nitrogen, Argon

ASK-40-0167 Cap Screw, Hex., Stainless Steel, 1/2” - 13 UNC x 2-1/2” lg.

ASK-40-0168 Nut, Hex., Stainless Steel, 1/2” - 13 UNC

ASK-40-0169 Lockwasher, Stainless Steel, 1/2” standard

ASK-40-0170 Bolting Kit, (4) cap screws, (4) nuts, (4) lockwashers per kit

Gaskets For Above Flanges

For any male and female combination, the following fasteners are required, in quantities of 4
each; or order one bolting kit.

OPTION: Oxygen cleaning and bagging available upon request

PSIG - Pounds Per Square Inch Gauge
UNC - United National Coarse (Thread)

4-Bolt Tongue & Groove Flange


