
Fixed End Assemblies are used for liquid filling of bulk liquid
supply systems via liquid delivery trucks and trailers.  

Specifications
Pressure Rating  . . . . . . . . . . . . . . . . . . . . . . . .0 - 350 PSIG

Connections  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Inlet  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11/2” CGA
Outlet  . . . . . . . . . . . . . . . .11/2” Type K Copper Tube

Materials of Construction . . . . . . . . . . . . . . . . . . . . . . . . . .
Assembly  . . . . . . . . . . . . . . . . .Brass/Bronze/Copper
Strainer  . . . . . . . . . . . . . . . . . .Brass/Bronze/Copper
Check Valve  . . . . . . . . . . . . . . .Brass/Bronze/Copper
Safety Relief Valve  . . . . . . . . . .Brass/Bronze/Copper
Stand . . . . . . . . . . . . . . . . . . . . . . . . . . .Stainless Steel

Dimensions  . . . . . . . . . . . . . . . . . . . . .141/8” to Center Line

Also Available:
Integral Flange Cast Fixed End for Liquid Trailer Filling

Flanged Fixed End Assemblies for Nitrogen, Oxygen and
Argon Cryogenic Tanks

Stand Assemblies for Fixed Ends

Contact factory for more information.

  

Features
Stainless Steel Stand

Strainer 

Check Valve 

Safety Relief Valve

Hose Drain

Assembly components also available separately.  

Fixed End and Check Valve Assembly (pictured left)

Gas Service Part Number With or Without Stand

Oxygen 274-415467 Without Stand

Nitrogen 274-415468 Without Stand

Argon 274-415469 Without Stand

Oxygen 274-415450 With Stand

Nitrogen 274-415452 With Stand

Argon 274-415451 With Stand

Stands
Description Part Number

30”, Customer Stations 275-701229B

36”, Customer Stations 279-817642H

Stand, Fill Connection 289-LX-1150

Fixed Ends
Gas Service Part Number

Argon 281-LX2509

Oxygen 281-LX2510

Nitrogen 281-LX2511

Ordering Information

www.acmecryo.com or 800.422.2790

Fill Assembly for Bulk Liquid


