Final Houseline Manifolds (bulk final line manifolds) are available in standard designs for industrial oxygen, nitrogen,
and argon gas. These final line manifolds can also be customized for other gas services. Higher flow units are also

available.

SPECIFICATIONS

Flow Capacity

Inlet Pressure
Outlet Pressure

Flow Direction

Construction

Connections

Skid Dimensions

0-16,000 SCFH (Pressure
Dependent. Consult Factory.)

0-400 PSIG (Oxygen 0-250 PSIG)
See chart below

Left to Right (L/R)*
Right to Left (R/L)**

Regulator: Brass/Aluminum

Components: Copper & Brass
Tube/Pipe: 1” K Copper -
Stand: Aluminum

Inlet: Type K Copper Tube
Outlet: Type K Copper Tube

29”H x 40” W x 36”D

ORDERING |INFORMATION

Model Name

Gas Service

Outlet Pressure
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Part Number L/R*

without
bypass

Part Number R/L**

1” Dual Final Industrial Oxygen, 5-55 C03419-LP-L/R C03419-LP-R/L
Houseline Regulator  Nitrogen and Argon 40-110 C03419-MP-L/R C03419-MP-R/L
w/out Bypass 100-200 C03419-HP-L/R C03419-HP-R/L
1” Single Final Industrial Oxygen, 5-55 C03420-LP-L/R C03420-LP-R/L
Houseline Regulator ~ Nitrogen and Argon 40-110 C03420-MP-L/R C03420-MP-R/L
w/Bypass 100-200 C03420-HP-L/R C03420-HP-R/L
1” Dual Final Industrial Oxygen, 5-55 C03421-LP-L/R C03421-LP-R/L
Houseline Regulator  Nitrogen and Argon 40-110 C03421-MP-L/R C03421-MP-R/L
w/Bypass 100-200 C03421-HP-L/R C03421-HP-R/L

www.acmecryo.com or 800.422.2790
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Simple, Basic, Cost-Effective.

Single Industrial Final Houseline Regulator Manifold

Ordering Information

Outlet Pressure

Description (PSIG) Part Number
5-55 274-824157LP
I’ Single Final Houseline Regulator
Manifold, No Bypass 40-110 274-824157MP
100-200 274-824157HP

Ask Sales Representative about optional mounting stands.
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