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Gasketless Fittings

Design Part Number Liquid Service Size Material

Hose Nut 590-108-25 Nitrogen 2 ½” 316 Stainless Steel

Hose Nut 580-108-25 Argon 2 ½” 316 Stainless Steel

Hose Nut 540-108-30 Oxygen 3” 316 Stainless Steel

Dust Cap 

Assembly

Dust Cap 

Assembly

Dust Cap 

Assembly

Cushions for 

Brass Dustcaps

Cushions for 

Brass Dustcaps

Belleville Washer ASK-40-0180 2 ½” 17/7 PH

Belleville Washer ASK-40-0181 3” 17/7 PH

Fixed End 590-111-25 Nitrogen 2 ½” Naval Brass

Fixed End† 590-112-25 Nitrogen 2 ½” Naval Brass

Fixed End 580-111-25 Argon 2 ½” Naval Brass

Fixed End 580-112-25 Argon 2 ½” Naval Brass

Fixed End 540-111-30 Oxygen 3” Naval Brass

Fixed End 540-112-30 Oxygen 3” Naval Brass

2 ½” Hose

2 ½” Nut

Head Piece Threaded ASK-40-0179 3” Hose 

3” Nut

304 Stainless Steel

Acme Gasketless Fittings are designed to save time 
cryogenic trailer filling applications. and money, 
plus improve product quality.

Available in 2-1/2 and 3 sizes, the Gasketless 
Fittings are self aligning and incorporate metal-to-metal
sealing, eliminating the need for gaskets.

ORDERING INFORMATION

590-008-25B Nitrogen 2 ½” Brass

580-004-25B Argon 2 ½” Brass

540-008-30B Oxygen 3” Brass

ASK-40-0098 2 ½” Teflon

ASK-40-0185 3” Teflon

Head Piece Threaded ASK-40-0178 304 Stainless Steel


